Programming the ambilight CPLD on the TV550 


Tools required 

• Xilinx IMPACT software (available with each ISE version). The version needs 
to support the XC9572XL (ISE 10.1.03 was used during development) 

• Xilinx programming probe DLC9LP or similar 











Connections 


Connector-pinning are the following : 

1 - Jtag-TMS 

2 - Jtag TDI 

3 - Jtag TDO 

4 - Jtag TCK 

5 - GND 

6 - +3V3 



1G36 is always available (holes in the pcb) 
1G35 is only available during development 






































How to program 


• Connect JTAG cable and startup the set. The LED on the Xilinx probe should 
be green indicating that it is connected 

• Open Impact 



Select "create a new project" 

















• Select "Configure devices using Boundary-Scan 





















• Select the .jed file you want to use 































‘§y Device Programming Properties - Device 1 Programming Properties 


Category 

E- Boundary-Scan 


[Device 1 [ CFLD, xc9572xl ]| 


Property Name 

Value 

Verify 

0 

General CPLD And PROM Properties 


Erase Before Programming 

0 

Read Protect 

□ 

CPLD Specific Properties 


Write Protect 

□ 

Functional T est 

□ 


| OK 

1 

Cancel 

II 

Apply 

II 

Help 


• Press OK 

































• Right click on the device 



Click "Program" 






























































• Above screen should appear when succeeded 





























